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Complete a good
lookout by
making a 180°

Select your
location, clear of:

Check for normal

Set aircraft flaps
engine operation

What height are

you currently at and landing gear
and do you have as desired. and ensure all .
sufficient height Ensure the temperatures and AR inspection turn
to recover by aircraft brakes secure and that pressures are Aircraft (or two 90° turns)
3000 ft above are off and the there are no within limits. Set Built Up Areas to clear the area
ground level? aircraft is in trim. loose items in mixture rich and Controlled Airpsace around and
the cockpit. use carburettor Cloud below you.
heat as required. Danger A
ger Areas

HEIGHT AIRFRAME

HASELL etynay

CHECKLIST




THREAT AND ERROR MANAGEMENT

The ‘HASELL’ check should be completed by pilots prior to
commencing any aerobatic or unusual manoeuvres. This
check will ensure that your aircraft is configured correctly for
the manoeuvre, that your cockpit and passengers are secure,
that your intended training area is suitable and clear of other
aircraft and that you can safely recover. Performing this
checklist will ensure that pilots are situationally and spatially
aware, preventing aircraft collisions and controlled flight into
terrain (CFIT). Ensuring correct aircraft and cockpit
configuration will mitigate against potential loss of control or
pilot incapacitation resulting from loose items in the cockpit
or restricted flight controls.

FLYNQY PILOT TRAINING

CORNWALL AIRPORT NEWQUAY

NEWQUAY
CORNWALL
TR8 4RQ

FACEBOOK
www.facebook.com/flynqy

INSTAGRAM (@flynqy)
www.instagram.com/flynqy

SN MOT104

CONTACT NUMBER
+44 (0) 1637 861744

EMAIL
fly@flynqy.co.uk

WEBSITE
www.flyngy.co.uk
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